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item
APS

part numberdescription
APS 34ID Front End Shutter Controls

vendor
APS

COMMENTS

see Steve Ross, 2-9510, for APS side of these controls

To actuate shutter, close the appropriate relay for
  0.1~0.5 sec.  In EPICS, manage this by monitoring
  each PV with a sequence program running in IAD.
  When the PV goes to 1, change it back to 0 after
  0.5 sec.
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NAME
Remote Shutter Controls

9440 I/O
terminal

block

34ID
front end

AVME
9440

W1W4 J3VME APS

0

J3 digital output board for AVME 9440 Acromag
W1 ALPHA 45470/25CBlue Remote Shutter Interface Cable APS
W4 ribbon cable Acromag

(+)

(-)
shutter white open
fat:9440:c0:Out0

1shutter white close
fat:9440:c0:Out1

2shutter mono open
fat:9440:c0:Out2

3shutter mono close
fat:9440:c0:Out3

(+)

(-)

(+)

(-)

(+)

(-)

J3

0

1

2

3

AVME 9440-i-L

APS Remote Shutter
Interface Wiring 33ID

Alpha 45470/25C cable

grn
org
blu
brn
yel
vio

blk
red
wht

red/yel
red/blk
wht/blk
wht/red
wht/grn
wht/yel

gry
pnk
tan
red/grn

shutter A close signal
shutter B open +24 VDC
shutter B open signal
shutter B close +24 VDC
shutter B close signal
shutter C open +24 VDC

shutter A open +24 VDC
shutter A open signal
shutter A close +24 VDC

shutter D open signal
shutter D close +24 VDC
shutter D close signal
shutter E open +24 VDC
shutter E open signal
shutter E close +24 VDC

shutter C open signal
shutter C close +24 VDC
shutter C close signal
shutter D open +24 VDC

wht/blu shutter E close signal

"FE shutter"
(white)

"1st BL shutter"
(mono)

34ID-A VME 34ID-A VME rack

VME AVME 9440-i-Ldigital I/I VME board Acromag

"2nd BL shutter"
(mono)

"3rd BL shutter"
(mono)

"4th BL shutter"
(mono)

4shutter mono close
fat:9440:c0:Out4

(+)

(-)
4

5shutter mono close
fat:9440:c0:Out5

(+)

(-)
5


